
Circuit Requirements: An individual, properly-grounded branch  
circuit, with a three-prong grounding-type receptacle, protected  
by a 15 or 20 amp circuit breaker or a time-delay fuse, is required.

Electrical Rating: 115V, 60Hz, 10A

Note: Washer wall outlet must be located within 36” of service  
code entry. Wall outlet must not be located behind dryer.

Installation Information: Before installing, consult installation  
instructions packed with product for current dimensional data.

For answers to your Monogram,® GE Profile™ or  
GE® appliance questions, visit our website at 
ge.com or call GE Answer Center® service, 
800.626.2000.
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Features and Benefits
• ENERGY STAR® Qualification - Provides less energy waste and lower utility bills 

•   4.0 Cu. Ft. King-Size Stainless Steel Basket - Makes room for more items which 
means less time doing laundry. Plus, it allows easy access, without a pedestal

•   HydroWash™ System with Infusor™ - Achieves frontload wash performance 
with topload convenience. Saves up to 14 gallons of water per average load 
and up to 90% energy 

•   HydroView™ Glass Lid - Allows you to view clothes during the cleaning 
process, without opening the lid or stopping the wash cycle 

•   Direct-drive Motor with Adaptive Spin Speed Combinations - Runs at just the 
right speed for optimal cleaning results 

•   1010-RPM Spin Speed - Removes more water during the spin cycle to 
minimize drying time 

•   Flow-Thru™ Dispensing System - Releases cleaning solution at just the right 
time for optimal wash performance 

•   Five Wash/Rinse Temperatures - Offers a greater degree of control over 
cleaning and care 

•   Multiple Wash/Spin Speeds - Matches wash action to fabric type for better 
cleaning and clothes care 

•  Multiple Wash Cycles - Delivers optimal cleaning results 

•  Delay Start - Lets you do the laundry on your terms 

•  Speed Wash - Delivers ready-to-go results within minutes 

• Model WPGT9150HWW – White

• Model WPGT9150HMG – Titanium
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