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HEIGHT OF HOOD
The bottom of the hood to should be 30” (76.2 cm) min. to 36” (91.4 cm) max above the countertop.  This

would typically result in the bottom of the hood being 66” (167.6 cm) to 72” (182.9 cm) above the floor.   For best
performance, it is recommended that the bottom of the hood be 30” (76.2 cm) to 33” (83.8 cm) above the
countertop.  These dimensions provide for safe and efficient operation of the hood.

ISLAND INSTALLATIONWALL INSTALLATION

Cooking
Surface

Cooking
Surface

30” W. Models- 
12” (30.5 cm)

All other models-
14” (35.6 cm)

14” (35.6 cm)

30” (76.2 cm) min
36” (91.4 cm) max

30” (76.2 cm) min
36” (91.4 cm) max

36” 
(91.4 cm)

36” 
(91.4 cm)
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INSTALLING THE optional DUCT COVER (island hoods only)

1.  Cut hole in ceiling for correct diameter duct. 
2.  Attach duct cover/soffit to ceiling.  Make sure there is enough support in the ceiling to support at least 200 lbs.

(Center duct cover/soffit with duct opening)
3.  Run duct work down to bottom edge of duct cover/soffit and secure in place.  (Make sure the duct does not stick

down past the cover/soffit.)
4.  Attach duct cover/soffit to the top of the canopy with nuts and bolts provided.  (Additional support can be added

by running threaded rod from the ceiling to the top of the canopy at all four corners using the holes provided.)
5.  Install blower (see ventilator kit installation).

A B

12”(30.5 cm)
6”(15.3 cm)

C
2

1
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Holes for threaded rod (4)

Canopy
Top

36”W. / 42”W. 54”W.
A 12” (30.5 cm) 18” (45.7 cm)
B 6” (15.3 cm) 9” (22.7 cm)
C 16” (40.6 cm), 16” (40.6 cm),

28” (71.1 cm), or 28” (71.1 cm), or
40” (101.6 cm) 40” (101.6 cm)

Duct Cover/Soffit
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island hood dimensions
36”w. and 42”w. classic chimney island hood

14”
(35.6 cm)

14”
(35.6 cm)

30” (76.2 cm) 30” (76.2 cm)

1” (2.5 cm)

2” (5.1 cm)

1” (2.5 cm)

2” (5.1 cm)

9 7/8”
(25.0 cm)

6 7/8”

(17.5 cm)
6” (15.2 cm)

6” (15.2 cm)

990000  oorr  11220000  CCFFMM
EExxtteerriioorr  VVeennttiillaattiioonn  IInnssttaallllaattiioonn

660000  CCFFMM
IInntteerriioorr  VVeennttiillaattiioonn  IInnssttaallllaattiioonn

990000  oorr  11220000  CCFFMM
EExxtteerriioorr  VVeennttiillaattiioonn  IInnssttaallllaattiioonn

660000  CCFFMM
IInntteerriioorr  VVeennttiillaattiioonn  IInnssttaallllaattiioonn

B

A

B

A

15”
(38.1 cm)

12”
(30.5 cm)

15”
(38.1 cm)

12”
(30.5 cm)

12”
(30.5 cm)

4 3/4”
(12.1 cm)

4 3/4”(12.1 cm)

12”
(30.5 cm)

4 3/4”
(12.1 cm)

4 3/4”(12.1 cm)

120 V 
Power Supply

120 V 
Power Supply

10” Round for
Ventilation Duct

7” Round for
Ventilation Duct

10” Round not
used with DIV600

3366””  WW..  MMooddeellss 4422””  WW..  MMooddeellss
AA 3355  77//88””  ((9911..11  ccmm)) 4411  77//88””  ((110066..44  ccmm))
BB 1177  1155//1166””  ((4455..66  ccmm)) 2200  1155//1166””  ((5533..22  ccmm))
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island hood dimensions
54”w. classic chimney island hood

9 7/8”
(25.0 cm)

14”
(35.6 cm)

1” (2.5 cm)

2” (5.1 cm)

30” (76.2 cm)

11220000  CCFFMM  IInntteerriioorr  oorr  EExxtteerriioorr  
11550000  CCFFMM  EExxtteerriioorr

VVeennttiillaattiioonn  IInnssttaallllaattiioonn

11220000  CCFFMM  IInntteerriioorr  oorr  EExxtteerriioorr
11550000  CCFFMM  EExxtteerriioorr  

VVeennttiillaattiioonn  IInnssttaallllaattiioonn

120 V 
Power Supply

10” Round for
Ventilation Duct

26 15/16”
(68.4 cm)

18”
(45.7 cm)

15”
(38.1 cm)

12”
(30.5 cm)

53 7/8” (136.8 cm)

6” (15.2 cm)

7” 
(17.8 cm)



BASIC SPECIFICATIONS
INTERIOR AND EXTERIOR POWER HOODS

RREECCOOMMMMEENNDDEEDD MMAAXX..  DDUUCCTT

MMOODDEELL  NNUUMMBBEERR CCFFMM11 DDUUCCTT  SSIIZZEE RRUUNN22  ((fftt..))
FFoorr  UUssee  wwiitthh  hhooooddss::

DIV300 (interior) 300 7” round 50

DIV440 (interior) 440 7” round 50

DIV600 (interior) 600 7” round 50

DIV1200 (interior) 1200 10” round 50

DEV900 (exterior) 900 10” round 50

DEV1200 (exterior) 1200 10” round 50

DEV1500 (exterior) 1500 10” round 75

PROPER INSTALLATION/DUCTING IS EXTREMELY IMPORTANT TO ENSURE MAXIMUM PERFORMANCE FROM ANY
VENTILATION PRODUCT

1.  •All CFMs stated are based on tests at .1 static pressure: without applying static pressure, CFM would be greatly
overstated.

2.  •Duct run length is for general reference only; for longer duct runs, increase duct size and contact a qualified and trained
installer.

•Straight runs and gradual turns are best; for example, each 90o elbow is equivalent to 5-10 feet (1.52 - 3.05 cm) of
straight run.

•Never use flexible duct; it creates back pressure/air turbulence and greatly reduces performance.  
•Proper performance is dependent upon proper ducting; make sure that a qualified and trained installer is used.
••CChheecckk  wwiitthh  aa  qquuaalliiffiieedd  aanndd  ttrraaiinneedd  iinnssttaalllleerr  oorr  llooccaall  ccooddeess  ffoorr  mmaakkeeuupp  aaiirr  rreeqquuiirreemmeenntt,,  iiff  aannyy..

3.  •Max. amp rating for hoods includes recommended ventilator kit rating; all products must be hard wired direct with 2-
wire with ground. 

**11220000  CCFFMM  ((oorr  11550000  CCFFMM  iiff  aapppplliiccaabbllee))  eexxtteerriioorr  vveennttiillaattoorr  sshhoouulldd  bbee  uusseedd  wwhheenn  iinnssttaalllleedd  oovveerr  rraannggeess//rraannggeettooppss  wwiitthh
ggaass  ggrriillll..

RREECCOOMM.. NNUUMMBBEERR  OOFF 112200VVAACC//6600HHzz
DDEESSCCRRIIPPTTIIOONN CCFFMM11 HHAALLOOGGEENN FFIILLTTEERRSS SSPPAACCEERRSS MMAAXX..  AAMMPPSS33

((iinntt..--iinntteerriioorr;;  eexxtt--eexxtteerriioorr LLIIGGHHTTSS ((IInntteerriioorr//EExxtteerriioorr))

30”W. 300 int,/440 int./900 ext./1200 ext. 2 2 0 1.7/3.2/6.6/3.9
36”W.* 300 int./600 int./900 ext./1200 ext. 2 2 1 1.7/3.9/6.6/3.9
42”W.* 600 int./900 ext./1200 ext. 2 3 0 3.9/6.6/3.9
48”W. 1200 int./1200 ext./1500 ext. 3 3 0 7.3/4.3/5.1

WWaallll  HHooooddss

RREECCOOMM.. NNUUMMBBEERR  OOFF 112200VVAACC//6600HHzz
DDEESSCCRRIIPPTTIIOONN CCFFMM11 HHAALLOOGGEENN FFIILLTTEERRSS SSPPAACCEERRSS MMAAXX..  AAMMPPSS33

((iinntt..--iinntteerriioorr;;  eexxtt--eexxtteerriioorr LLIIGGHHTTSS ((IInntteerriioorr//EExxtteerriioorr))

36”W.* 600 int./900 ext./1200 ext. 4 2 1 3.9/6.6/3.9

42”W.* 600 int./900 ext./1200 ext./1500 ext. 4 2 1 4.7/7.4/4.8/5.5

54”W. 1200 int./1200 ext./1500 ext. 6 3 2 8.6/5.6/6.4

IIssllaanndd  HHooooddss
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