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HEIGHT OF HOOD
The bottom of the hood should be 30” (76.2 cm) min. to 36” (91.4 cm) max. above the countertop. This
would typically result in the bottom of the hood being 66” (167.6 cm) to 72” (175.3 cm) above the floor. The bottom
of the hood should never be more than 72” (182.9 cm) above the floor or more than 36” (91.4 cm) above the
countertop. These dimensions provide for safe and efficient operation of the hood.

WALL INSTALLATION ISLAND INSTALLATION



INSTALLING HOOD CANOPY
Center the canopy and attach to wall. Secure
the hood to wall with mounting screws
provided. Make sure that the mounting screws
are driven into the framing and not just the
drywall. Use additional mounting screws (and
wall anchors if necessary) in the other holes.

NOTE: BECAUSE OF THE WEIGHT OF THE
HOOD - MAKE SURE THAT THE MOUNTING
SCREWS ARE DRIVEN INTO THE FRAMING
AND NOT JUST THE DRYWALL. IT MAY BE
NECESSARY TO DRILL ADDITIONAL HOLES
IN THE CANOPY FOR PROPER ALIGNMENT.
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PREPARING FOR HOOD INSTALLATION
Plan where the ductwork will be located. See pages 11-14 for rough-in dimensions. Install proper-sized duct work,
and roof or wall cap for the type of blower you are using. Recommended hood locations for the most common
installations are shown on page 2.
Adjust your measurements for various heights of ceilings, soffits, cabinets, or ranges/rangetops.

Roof Cap

10” Round Duct

1200 CFM
Single Blower

Interior Power -
Typical Ductwork

Exterior Blower

10” Round
Duct

Duct Cover or
Soffit

900, 1200, or 
1500 CFM

Exterior Power
Typical Ductwork

ELECTRICAL SUPPLY
Run 120 VAC electrical power cable from service panel to installation location. See “Basic Specifications” on page 15
for the maximum amp requirements.

(BEFORE INSTALLING ISLAND HOOD CANOPY, SKIP TO PAGE 5)
Top Mounting Holes
(Soffit or duct cover)

Duct Cover or
Soffit

Roof Cap

7” Round Duct

300 -or 600 CFM
Single Blower
Interior-Power 

Typical Ductwork

Duct Cover
or Soffit
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WALL HOOD DIMENSIONS
30”/36”/42” W. PROFESSIONAL CHIMNEY HOODS

AA BB

3300””  WW..
2299  77//88””

((7755..99  ccmm))
1144  1155//1166””
((3377..99  ccmm))

3366””  WW..
3355  77//88””

((9911..33  ccmm))
1177  1155//1166””
((4455..66  ccmm))

4422””  WW..
4411  77//88””

((110066..44  ccmm))
2200  1155//1166””
((5533..22  ccmm))

77  11//22””

((1199..11  ccmm))

88””
((2200..33  ccmm))
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AA BB CC

4488””  WW..
4477  77//88””

((112211..66  ccmm))
2233  1155//1166””
((6600..88  ccmm))

1188””
((4455..77  ccmm))

5544””  WW,,
5533  77//88””

((113366..88  ccmm))
2266  1155//1166””
((6688..44  ccmm))

1188””
((4455..77  ccmm))

6600””  WW..
5599  77//88””

((115522..11  ccmm))
2299  1155//1166””
((7766..00  ccmm))

2244””
((6611..00  ccmm))

6666””  WW..
6655  77//88””

((116677..33  ccmm))
3322  1155//1166””
((8833..77  ccmm))

2244””
((6611..00  ccmm))

WALL HOOD DIMENSIONS
48”/54”/60”/66” W.
PROFESSIONAL CHIMNEY HOODS



BBAASSIICC  SSPPEECCIIFFIICCAATTIIOONNSS
IINNTTEERRIIOORR  AANNDD  EEXXTTEERRIIOORR  PPOOWWEERR  HHOOOODDSS

RREECCOOMM..  NNUUMMBBEERR  OOFF  225500  WWAATTTT  112200VVAACC//6600HHzz
DDEESSCCRRIIPPTTIIOONN  CCFFMM11 HHAALLOOGGEENN  HHEEAATT  LLAAMMPPSS  FFIILLTTEERRSS  SSPPAACCEERRSS  MMAAXX..  AAMMPPSS33

((iinntt..--iinntteerriioorr;;  eexxtt..--eexxtteerriioorr))  LLIIGGHHTTSS  ((SSoolldd  SSeeppaarraatteellyy))  CCeenntteerr  LLHH    RRHH  ((IInntteerriioorr//EExxtteerriioorr))
30” W. 300 int./600 int./900 ext./1200 ext. 2 1 2 0 1 1 3.9/6.0/8.7/6.0
36” W. * 300 int./600 int./900 ext./1200 ext. 2 1 2 1 1 1 3.9/6.0/8.7/6.0
42”W.* 600 int./900 ext./1200 ext. 2 1 2 1 1 1 6.0/8.7/6.1
48” W. 1200 int./1200 ext./1500 ext. 3 2 2 1 1 1 11.5/8.5/9.2
54” W. 1200 int./1200 ext./1500 ext. 3 2 3 2 1 1 11.5/8.5/9.2
60” W. 1200 int./1200 ext./1500 ext. 4 2 3 2 1 1 11.9/8.9/9.7
66” W. 1200 int./1200 ext./1500 ext. 4 2 3 0 1 1 11.9/8.9/9.7

RREECCOOMMMMEENNDDEEDD  MMAAXX..  DDUUCCTT
MMOODDEELL  NNUUMMBBEERR  CCFFMM11 DDUUCCTT  SSIIZZEE  RRUUNN22 ((fftt..))
FFoorr  UUssee  wwiitthh  hhooooddss::
DIV300 (interior) 300 7” round 50
DIV600 (interior) 600 7” round 50
DIV1200 (interior) 1200 10” round 50
DEV900 (exterior) 900 10” round 50
DEV1200 (exterior) 1200 10” round 50
DEV1500 (exterior) 1500 10” round 75

PROPER INSTALLATION/DUCTING IS EXTREMELY IMPORTANT TO ENSURE MAXIMUM PERFORMANCE
FROM ANY VENTILATION PRODUCT
1. •All CFMs stated are based on tests at .1 static pressure: without applying static pressure, CFM would be greatly

overstated.
2. •Duct run length is for general reference only; for longer duct runs, increase duct size and contact a qualified and

trained installer.
•Straight runs and gradual turns are best; for example, each 90o elbow is equivalent to 5-10 feet (1.52 - 3.05 cm)
of straight run.

•Never use flexible duct; it creates back pressure/air turbulence and greatly reduces performance.
•Proper performance is dependent upon proper ducting; make sure that a qualified and trained installer is used.
•Check with a qualified and trained installer or local codes for makeup air requirement, if any.

3. •Max. amp rating for hoods includes recommended ventilator kit rating; all products must be hard wired direct
with 2-wire with ground.

**11220000  oorr  11550000  CCFFMM  eexxtteerriioorr  vveennttiillaattoorr  sshhoouulldd  bbee  uusseedd  wwhheenn  iinnssttaalllleedd  oovveerr  rraannggeess//rraannggeettooppss  wwiitthh  ggaass  ggrriillll..

RREECCOOMM..  NNUUMMBBEERR  OOFF  112200VVAACC//6600HHzz
DDEESSCCRRIIPPTTIIOONN  CCFFMM11 HHAALLOOGGEENN  FFIILLTTEERRSS SSPPAACCEERRSS  MMAAXX..  AAMMPPSS33

((iinntt..--iinntteerriioorr;;  eexxtt..--eexxtteerriioorr))  LLIIGGHHTTSS  CCeenntteerr      LLHH      RRHH  ((IInntteerriioorr//EExxtteerriioorr))
36” W.* 600 int./900 ext./1200 ext. 4 4 2 2 2 3.9/6.6/3.9
42”W.* 600 int./900 ext./1200 ext./1500 ext. 4 4 2 2 2 3.9/6.6/3.9/5.5
54” W. 1200 int./1200 ext./1500 ext. 6 6 2 2 2 8.6/5.6/6.4
66” W. 1200 int./1200 ext./1500 ext. 8 8 2 2 2 9.5/6.5/7.3
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WWAALLLL  HHOOOODDSS

IISSLLAANNDD  HHOOOODDSS


