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24” Wide Built-In Dishwasher

     12"
(305 mm)

From rear to 
  water inlet

  14 5/8"
(371 mm)

From rear to 
junction box

          23 7/8" (606 mm)
adjustible to 24 1/4" (616 mm)

3 1/4" (83 mm)
from side to
water inlet

4" (102 mm)
from side to
junction box

  21" (533 mm)
  Door in lowered position

  22 7/8" (581 mm)
  46” (1168 mm)

34"
(864 mm)

to
35" 

(889 mm)

20"
Min.

90º 90º

24” min

1 1/2”
6”

Hot Water
Line

Electrical
Wiring

18”
4”

6”
1 1/2”

Electrical, 
water, and 
drain lines 
must be 

confined to 
shaded area

34 1/4” Min.

24”

7 1/2”

cUtoUt DImENsIoNs

ovErALL DImENsIoNs

Dedicated Circuit Required Total 
Connected Load

Approximate
Shipping Weight

120 Vac, 60 Hz, 15 Amp.
(Breaker)

1.56 kW  
(13 Amp.) 200 lbs.

DrAIN coNNEctIoN
wIthoUt AIr GAP

DrAIN coNNEctIoN
wIth AIr GAP

All tolerances: +1/16”, -0,  (+1.6mm, -0) unless otherwise stated
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