
ZoneAire
Portable Air Conditioners

PURCHASER P.O. # DATE

PROJECT LOCATION

ENGINEER ARCHITECT

SUBMITTED BY FOR APPROVAL FOR REFERENCE

ITEM PLAN DESIGNATION QUANTITY COOLING BTU/H VOLTAGE FRIEDRICH MODEL

ZONEAIRE_SUBMITTAL_08

Features
•	 40%	FASTER	COOLING	with 
dual	hose	intake/exhaust

•	 Remote	control	operation
•	 Self	evaporative	condensate	system
•	 24	hour	timer
•	 3	fan	speeds
•	 Plugs	into	standard	115	volt	outlet

•	 Cool/fan	only/dehumidify
•	 Exhaust	hoses	and	window	kit	included

Specifications
Model P09B P12B
PERFORMANCE
Cooling	Capacity BTU/h 9300 11600
Energy	Efficiency	Rating EER 9.4 8.8
Air	Movement CFM 212 235
Moisture	Removal Pts/hr. 5.0 6.0

SPECIFICATIONS
Rated	Current Amps 10.8 11.5
Refrigerant	Type R410A
Power	Supply Volts 115

Dimensions-		Inches
W 19	1/4
H 33	1/2
D 15	1/2

Net	Weight Lbs. 80 86

Model Number
Circuit Rating 

Breaker or T-D Fuse
Plug Face 
(NEMA#)

Wall Outlet 
Appearance

Power cord 
length

P09B,	P12B 125V	-	15A 5	-	15P 6	ft.

All models use
environmentally 
friendly R-410A 

refrigerant.

R-410A

NOTE:
Venting	of	the	unit	to	
the	outside	is	required	
for	operating	efficiency.

Hoses extend
from

24” to 60”
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