
ESSENTIALS

SAVONA WALL

Savona’s semi-circular surfaces accentuate this range hood’s European 
design with delicate reflections of light and shadows. However, underneath 
the 11” tall body, Savona features a robust 685-CFM fan that operates at 
ultra quiet 1.8 sones on normal working speed. Gifted with great features 
like the optional recirculating kit, duct cover extension up to 12’ and 
dual-level halogens it’s hard to improve on this classic. But the 3-speed 
die-cut chrome electronic controls with LED illumination take Savona to  
an elite level. Savona is also available in black and 290-CFM version for  
cold-weather environments. 

•  Robust 685-CFM blower
•  1.8 sones at normal working speed
•  Available 12’ telescopic duct cover
•  Electronic LED controls 
•  Available in black
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SAVONA
MODEL

SIZE

NET WIDTH

PERFORMANCE
Blower CFM, Min. - Max.

Sones, Min. - Max.

COLOR
Stainless Steel 

Black

FEATURES
Controls

Speed Levels
Delay-Off

Lighting
Dual-Level Lighting

Filters
Recirculating

Extension Duct Cover Option

DUCT SPECIFICATIONS
Internal Blower - Vertical

Internal Blower - Horizontal

AC INPUT

AC POWER

OPTIONAL ACCESSORIES
Recirculating Kit

Extension Duct Cover

MOUNTING HEIGHT*

ZSA-E30BB / ZSA-M90BB

30” / 36”

29-15/16” / 35-7/16”

 
240 - 685 CFM
1.8 - 6

 
 
B

 
Electronic LED
3
No
Halogen, 50W
Yes
Aluminum Mesh
Yes
Yes, Up to 12’ Ceiling

 
6”
NA

120V - 60Hz

Max. 426W at 3.5 Amps

 
ZRC-00SV
Z1C-01SAB

26”- 34”

ZSA-E30BS / ZSA-M90BS ZSA-E30BS290 / ZSA-M90BS290

30” / 36”

29-15/16” / 35-7/16”

 
240 - 685 CFM
1.8 - 6

 
SS 

 
Electronic LED 
3
No
Halogen, 50W
Yes
Aluminum Mesh
Yes
Yes, Up to 12’ Ceiling

 
6”
NA

120V - 60Hz

Max. 426W at 3.5 Amps

 
ZRC-00SV
Z1C-01SA

26”- 34”

30” / 36”

29-15/16” / 35-7/16”

 
210 - 290 CFM
1.4 - 2.8

 
SS 

 
Electronic LED 
3
No
Halogen, 50W
Yes
Aluminum Mesh
Yes
Yes, Up to 12’ Ceiling

 
6”
NA

120V - 60Hz

Max. 171W at 1.5 Amps

 
ZRC-00SV
Z1C-01SA

26”- 34”

CEILING HEIGHT 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

STANDARD DUCT COVER 
Ducted Mounting Height* 26”-32” 26”-34” 27”-34” 33”-34” N/A N/A N/A N/A

Recirc. Mounting Height* 26”-32” 26”-34” 27”-34” 33”-34” N/A N/A N/A N/A

EXTENSION DUCT COVER
Ducted Mounting Height* N/A N/A 26”-26.5” 26”-32.5” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting Height* N/A N/A N/A 26”-28” 26”-34” 26”-34” 26”-34” 28”-34”

*Mounting height refers to distance between top of cooking surface and bottom of hood.


